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 SEQ CHAPTER \h \r 1GUIDE SPECIFICATION

For CSI Section

09940 - Factory Finishing (Architectural Millwork)

PART 1. GENERAL

1
SUMMARY


1.1
Section Includes



1.1.1
Factory Finishing


1.2
Related Sections



1.2.1
Rough carpentry, wood blocking and grounds within finished walls and above finished ceiling



1.2.2
Finish carpentry, wood trim other than specified in this section



1.2.3
Stairwork



1.2.4
Architectural wall surfacing



1.2.5
Wood doors



1.2.6
Custom casework, cabinets and countertops

2
REFERENCES


2.1
Minimum standards for work within this section shall be in conformity with the MANUAL OF MILLWORK, latest edition, Standards of the Architectural Millwork Industry as adopted by the WOODWORK INSTITUTE.

3
SUBMITTALS


3.1
Submit shop drawings in conformance to MANUAL OF MILLWORK - SECTION 1, "Guidelines for Architectural Millwork Shop Drawings".


3.2
Furnish a WOODWORK INSTITUTE - CERTIFIED COMPLIANCE LABEL on the first page of shop drawings.


3.3
Shop drawings:



3.3.1
Submit two copies, one of which will be returned with reviewed notations, make corrections noted (if any) and distribute required copies prior to commencement of work.


3.4
Finish samples:



3.4.1
Submit four samples of each cut and species of wood to be used, minimum size of 6" x 12" for lumber and 12" x 12" for plywood.



3.4.2
Submit four additional samples of what will be used to painting trade for preparation of paint samples.

4
QUALITY ASSURANCE


4.1
Performance shall be in accordance with [ Economy, Custom, Premium or Laboratory ] GRADE of the MANUAL OF MILLWORK, latest edition.



4.1.1
If provisions for the GRADE specified are in conflict with, or modified by the drawings and/or specifications, the modifications shall govern.


4.2
Select one of the following WOODWORK INSTITUTE Quality Control Options:



4.2.1
CERTIFIED COMPLIANCE PROGRAM (CCP)




4.2.1.1
BEFORE DELIVERY TO THE JOB-SITE, THE MILLWORK SUPPLIER:





4.2.1.1.1
LICENSEES of the WOODWORK INSTITUTE: SHALL ISSUE A CERTIFIED COMPLIANCE CERTIFICATE INDICATING THE MILLWORK PRODUCTS BEING FURNISHED FOR THIS PROJECT, AND CERTIFYING THAT THESE PRODUCTS AND THEIR INSTALLATION, IF APPLICABLE, WILL FULLY MEET ALL THE REQUIREMENTS OF THE GRADE OR GRADES SPECIFIED.





4.2.1.1.2
NON-LICENSEES of the WOODWORK INSTITUTE: SHALL PROVIDE EVIDENCE THAT THEY HAVE ARRANGED FOR INSPECTION BY A WOODWORK INSTITUTE INSPECTOR AFTER COMPLETION OF FABRICATION AND INSTALLATION. IF ALL CONDITIONS ARE FOUND TO BE COMPLIANT, THE INSPECTOR WILL ISSUE A CERTIFIED COMPLIANCE CERTIFICATE INDICATING THE MILLWORK PRODUCTS FURNISHED FOR THIS PROJECT, AND CERTIFYING THAT THESE PRODUCTS AND THEIR INSTALLATION, IF APPLICABLE, FULLY MEET ALL THE REQUIREMENTS OF THE GRADE OR GRADES SPECIFIED.




4.2.1.2
EACH ELEVATION OF CASEWORK SHALL BEAR A CERTIFIED COMPLIANCE LABEL.



4.2.2
MONITORED COMPLIANCE PROGRAM (MCP)




4.2.2.1
ALL MILLWORK AND THE INSTALLATION THEREOF FOR THIS PROJECT SHALL BE MONITORED FOR COMPLIANCE TO THE CONTRACT DOCUMENTS BY STAFF OF THE WOODWORK INSTITUTE under the scope of their MONITORED COMPLIANCE PROGRAM.





4.2.2.1.1
Full particulars of the MONITORED COMPLIANCE PROGRAM’S POLICIES AND PROCEDURES may be found within Section 2 of the MANUAL OF MILLWORK, on their website at www.woodworkinstitute.com, or by calling their ADMINISTRATIVE OFFICE at 916-372-9943.





4.2.2.1.2
The MCP REGISTRATION NUMBER is [ _________________ ] and shall be referenced in all communication.




4.2.2.2
FEES CHARGED BY THE WOODWORK INSTITUTE FOR THEIR MONITORED COMPLIANCE SERVICE ARE THE RESPONSIBILITY OF THE MILLWORK FABRICATOR and/or INSTALLER and SHALL BE INCLUDE WITHIN THEIR BID (see paragraph 4.2.2.1.1 above).




4.2.2.3
MILLWORK AND/OR INSTALLATION DETERMINED TO BE NON-COMPLIANT (and not corrected) will be rejected.




4.2.2.4
ISSUANCE OF A MONITORED COMPLIANCE CERTIFICATE is a prerequisite of the owner’s final acceptance.


4.3
Qualifications:



4.3.1
Contractors and their personnel engaged in the work shall be able to demonstrate successful experience with work of comparable extent, complexity and quality to that shown and specified.

5
DELIVERY, STORAGE and HANDLING


5.1
Deliver all materials only when the project is ready for installation and the general contractor has provided a clean storage area as defined in the MANUAL OF MILLWORK.

6
SEQUENCING and SCHEDULING


6.1
Coordinate all finishing work with the general contractor and other applicable trades.

PART 2. PRODUCTS

7
COMPONENTS


7.1
Pre-finishingshall be applicable to the following items  [ ______ ] and shall include all necessary preparation, materials and labor to complete an [Opaque, Clear Transparent or Stained Transparent ] finish as required.


7.2
A [ Filled, Chemical Resistant or  Fire Retardant ] finish is required as follows [ ______ ].


7.3
MANUAL OF MILLWORK FINISHING SYSTEM number [ 1a - Nitrocellulose Lacquer, 1b - Acrylic Lacquer,            1c - One component Varnish, 1d - One component Polyurethane,  2 - Water Reducible Acrylic Lacquer,               3a - Catalyzed Lacquer,  3b - Catalyzed Vinyl Lacquer,  4 - Conversion Varnish,  5 - Catalyzed Polyurethane,        6 - Penetrating Oil,  7a - Synthetic Enamel, 7b  - Opaque Pigmented Lacquer,  8 - UV Curable Coating, 9 - Fire Retardant Coating, 10 - Powder Coating ] shall be used.


7.4
The color tone shall be  [ ______ ] and the sheen shall be  [ ______ ] or the finish shall match [ ______ ].


7.5
In the event that grain and color of veneers vary widely, the finisher may find it necessary to do substantial toning and color blending to arrive at the desired final color or sheen. It is mandatory that adequate finish samples be submitted.

PART 3. EXECUTION

8
EXAMINATION  - Not applicable.

9
INSTALLATION  - Not applicable

